


Loose Tube 

Fibre Cable 

Impact Resistance l0N/m 

Min. Bending Radius 220 mm 

-L,0 to + 70C
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Temperature Range 

Water Penetration l metre head of water on 3 metres of cable for 2L, hours

6 GL TStv11AB006BE GL TOtv11AB006BE GL TOtv13AB006BE GL TOtv1LiAB006BE 

8 GL TStv11AB008BE GL TOtv11AB008BE GL TOtv13AB008BE GL TOtv1LiAB008BE 

10 GL TStv11ABOl0BE GL TOtv11AB0lOBE GL TOtv13ABOl0BE GL TOtv1LiABOl0BE 

12 GL TStv11ABOl2BE GL TOtv11ABOl2BE GL TOtv13ABOl2BE GL TOtv1LiABOl2BE 

2L, GL TStv11AB02LiBE GL TOtv11AB02L, BE GL TOtv13AB02L, BE GL TOtv1LiAB02LiBE 

L,8 GL TStv11AB0Li8BE GL TOtv11AB0Li8BE GL TOtv13AB0Li8BE GL TOtv1LiAB0Li8BE 

60 GL TStv11AB060BE GL TOtv11AB060BE GL TOtv13AB060BE GL TOtv1LiAB060BE 

72 GL TStv11AB072BE GL TOtv11AB072BE GL TOtv13AB072BE GL TOtv1LiAB072BE 

Garland GPT series pigtails 

Garland tv1T30903A, tv1T3090L,A and tv1T30905 FOBOTs 

Garland GT A series through adapters 

Garland GPC series pigtails 

o Also available in black and orange. Subject to minimum order quantity and lead time

o Madison reserves the right to make changes to the products described in this 

specification without prior notice

o All values subject to factory tolerances

�garland With Garland, you are always well connected 

Sales Enquiries 1800 66 99 99 www.garlandcables.com.au 

*Standard lengths subject to a 5% length tolerance




